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· OUR RF SWITCH IS A RF STAGE POSITION CHANGER
· ALLOWS ONE RF GENERATOR RUN UP TO 4 AUTOTUNERS


LOCATED AT MULTIPLE PLASMA CHAMBERS. 
· LIGHTWEIGHT CHASIS @ 3 LBS 

· REQUIRES 24 VDC ACTIVATION SIGNAL INPUTS  
· SMALL FOOTPRINT 
· CUSTOM STAGE PORTS FROM 2 -4 OUTPUTS
· N or HN  TYPE CONNECTORS USED FOR EASY SET-UP 

· HANDLES RF POWER FROM 100 w – 4Kw 
· AIR COOLED

· WORKS WITH ANY 50 OHM LOAD TESTED  RF GENERATOR 

APPLICATIONS:

· Multi-Stage Semiconductor Manufacturing
· Multi-Stage Plasma Coaters (Web, Metals, quartz, Etc)

· LCD Multi-Stage Coaters

· Multi-Stage Glass Coaters

· Multi-Stage Solar Panel Coaters  

Mechanical

Height

1.75 ( /   7-4 cm
Width
                17.25 ( / 19.1 cm
Depth
                10.50 ( / 29.2 cm
Rack Mount              19.00

Mechanical
Height

3.000 (
Width
                  3.500 (
Depth
                  6.500 (

· OUR RF BLOCKER IS FOR SYSTEMS USING DC WITH RF
· LIGHTWEIGHT CHASIS @ 2 LBS 

· N or HN CONNECTORS FOR EASY SET-UP
· SMALL FOOTPRINT MOUNT
· AIR COOLED 
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